
  Bye-Bye Ratchets & Rods! 

 

   

Simple! 
-BulletinFrame ships prepped & loaded with Lind BannerSprings.  

-System & Vinyls go directly from box to billboard. No prep required.  

-Simply screw BulletinFrame sections into face perimeter.  

-Protects, preserves and strengthens billboard perimeter. 

-Flawless appearance, long-term durability & easy change-outs. 

 

Doubles & Triples installer efficiency! 
-No hardware, rods or equipment means lighter loads.  

-No dropped tools, fiberglass shards, wasps or pocket water. 

-Simplicity gets rookie installers productive asap. 

-Independent springs makes system easy to buy, install & maintain. 

 

Competitive Advantage! 
Flawless aesthetics with easy installs, change-outs and rotation. 

Versatility provides sales advantage over other OOH companies. 
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UnPack Lind BulletinFrame Sections.   

Each system ships prepped and pre-measured for direct from box installation. 

 

    

 

 

 

 

 

Install BulletinFrame around billboard perimeter. Install from the front or sides of your 
face. Simply use a cordless drill and your preferred wood or metal screw fastener.  

    

 

 

 

 

 

 

 

Install vinyl. Pull Spring tips into vinyl perimeter 

 

 

 

 

 

 

 

 

14’x 48’ Lind BulletinFrame. Simple. Durable. Flawless!  
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